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Високий вихід регенерації та ефективне відновлення фізико-хімічних
властивостей дозволяють впроваджувати замкнені цикли використання
метилацетату, що знижує витрати і обсяг промислових відходів.
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Regeneration of methyl acetate and its application in the production of enamels
Marchenko Viktor, PhD student, Naboka Sergey, PhD studen

The technical feasibility of reusing regenerated methyl acetate for industrial enamel and the
influence of contamination levels (MXL0–MXL4) on the efficiency of regeneration and properties of
films were analyzed. Regeneration on the ECO PLUS 122 unit was carried out under controlled
conditions, which ensured a high degree of purification and preservation of the physicochemical
and functional characteristics of the solvent and enamel films, confirming the technological and
environmental feasibility of reuse.

Key words: coke chemical production, methyl acetate, solvent regeneration,
physicochemical properties.
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The utilization of organic industrial wastes is an important direction for the development of
a circular economy. This study investigates the processing of sunflower oil soapstock, a major by-
product of the oil and fat industry (70–90 wt% of total waste). Soapstock obtained at PJSC
“Zaporizhzhya Oil and Fat Plant” was treated with acid and sequential washing to produce a low-
sulfur liquid fuel component. The resulting product contains 0,12 wt% sulfur and demonstrates fuel
characteristics close to boiler fuel standards, with a relatively high calorific value due to its low
oxygen content.

Keywords: soapstock, fat industry waste, boiler fuel

The increasing demand for energy resources together with the environmental
impact of fossil fuel consumption stimulates the search for alternative energy sources.
One of the promising approaches is the utilization of industrial waste containing
significant amounts of organic matter capable of energy recovery.

Vegetable oil refining generates various by-products and wastes, including
soapstock, acid oils, deodorizer distillates, and spent bleaching clays [1,2]. Among
these streams, soapstock represents the largest fraction. It is formed during the
alkaline neutralization of vegetable oils as a result of the reaction between free fatty
acids and sodium hydroxide. Soapstock is a complex heterogeneous mixture
containing sodium soaps, neutral triglycerides, water, salts, phosphatides and minor
impurities.

In Ukraine, large volumes of vegetable oils are processed annually, which
leads to the formation of thousands of tons of soapstock waste. Traditionally, such
by-products are used for the production of soaps, fatty acids, or other low-value
products. However, their high organic content makes them a potentially attractive raw
material for alternative fuel production.

Most research studies focus on the conversion of vegetable oil wastes into
biodiesel, hydrocarbon fuels, or products obtained via pyrolysis or catalytic
upgrading. These technologies often require complex processing routes and
significant capital investments. An alternative approach is the direct energetic
utilization of oil refining waste as a liquid fuel component for stationary energy
systems.

The present work investigates the possibility of producing a boiler fuel
component from sunflower oil soapstock through acidulation followed by aqueous
washing. The proposed approach allows recovery of energy-rich organic compounds
while removing inorganic impurities and residual reagents.

The objective of this study was to evaluate the feasibility of converting
sunflower oil soapstock into a liquid fuel component suitable for use in boiler
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systems and to assess the influence of purification stages on key fuel quality
parameters.

The raw material used in this study was sunflower oil soapstock obtained from
an industrial vegetable oil refining process. Soapstock is formed during alkaline
neutralization and contains a mixture of organic and inorganic components.

The average composition of the investigated soapstock is presented in Tab.1.
Table 1

Average composition of sunflower oil soapstock
Component Content, wt%

Sodium soaps of fatty acids 29,65
Phosphatides 2,40
Triglycerides 15,78
Non-fatty additives 1,00
Salt 7,67
Water 43,50
Total: 100,00

The data show that soapstock contains a significant amount of organic material
in the form of fatty acids and triglycerides, which makes it a potentially suitable
feedstock for fuel production.

The conversion of soapstock into a fuel component consisted of several stages:
1. Acidulation of soapstock using sulfuric acid to convert sodium soaps into

free fatty acids.
2. Phase separation, resulting in a fatty phase and an aqueous phase.
3. Sequential washing with water to remove residual sulfuric acid and

inorganic impurities.
The acidulation process was carried out at a temperature of 90–95 °C under

continuous stirring. After the addition of sulfuric acid, the mixture was allowed to
settle to enable phase separation. The fatty phase obtained after separation was
further washed with water.

Two washing stages were applied in order to improve the purification
efficiency. The resulting acid oil after washing was considered as the potential boiler
fuel component.

The physicochemical characteristics of the obtained fuel were determined
using standard analytical methods commonly applied for boiler fuels. These included
determination of sulfur content, ash content, water content and other fuel quality
indicators.

To evaluate the effect of the purification process, comparative analysis of
untreated soapstock, single-wash treatment and double-wash treatment was
performed.

The conversion of soapstock into acid oil allowed the recovery of a significant
portion of the organic material present in the waste stream. During acidulation,
sodium soaps are converted into free fatty acids, which migrate into the organic phase
while most inorganic compounds remain in the aqueous phase.
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The washing stages play a crucial role in improving the quality of the resulting
fuel. They enable removal of residual sulfuric acid, salts and water that could
negatively affect fuel properties and combustion stability. The influence of washing
stages on key fuel parameters is summarized in Tabl.2

Table 2
Comparative effect of washing stages on fuel quality parameters

Parameter Untreated
soapstock Single wash Double wash

Sulfur, wt% 0,48 0,21 0,12
Ash, wt% 1,6 0,8 0,3
Water, wt% 12,5 4,2 1,1
Phase stability Unstable Moderate Stable

The results show that untreated soapstock contains relatively high levels of
sulfur, ash and water, which limits its direct use as a fuel. After the first washing
stage, the sulfur and moisture content decrease significantly, although the fuel still
exhibits moderate phase stability.

The most pronounced improvement is observed after the second washing stage.
Sulfur content decreases to 0,12 wt%, while ash and water contents are reduced to 0,3
wt% and 1,1 wt%, respectively. In addition, the fuel becomes physically stable and
suitable for further application [3].

These results confirm that sequential washing effectively removes undesirable
components from the organic phase and significantly improves fuel quality.

The obtained acid oil is characterized by a relatively high calorific value
compared with many biomass-derived fuels. This is primarily due to its high carbon
and hydrogen content and relatively low oxygen content. The energy density of the
produced fuel is therefore considerably higher than that of many untreated vegetable
oil wastes.

Compared with conventional heavy fuel oils, the calorific value of the
produced fuel is somewhat lower. However, its sulfur content is significantly
reduced, which represents an environmental advantage because combustion of low-
sulfur fuels produces fewer sulfur oxide emissions.

Another important aspect is the simplicity of the proposed process. Unlike
advanced technologies such as catalytic pyrolysis, hydroprocessing or biodiesel
production, the investigated method does not require complex equipment or
expensive catalysts. The conversion can be performed using relatively simple
technological operations such as heating, mixing, acid treatment and washing.

From an environmental perspective, the utilization of soapstock as a fuel
component supports the principles of circular economy by transforming an industrial
waste stream into a valuable energy resource. Instead of disposal or low-value
utilization, the waste material can be converted into a product capable of partially
replacing fossil fuels in stationary energy systems.
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The conducted study demonstrates the possibility of producing a liquid boiler
fuel component from sunflower oil soapstock through acidulation followed by
aqueous washing.

The main findings of the research can be summarized as follows:
Sunflower oil soapstock contains a significant amount of organic compounds

that can be recovered and used as an energy source.
Acidulation with sulfuric acid followed by two-stage washing effectively

separates the organic fraction and removes inorganic impurities.
Sequential washing significantly improves fuel quality by reducing sulfur, ash

and water content.
Double washing provides the most stable fuel characteristics, reducing sulfur

content to 0,12 wt% and ensuring improved physicochemical stability.
The obtained fuel component possesses sufficiently high energy value and low

sulfur content, making it a promising candidate for use in boiler systems.
Overall, the proposed approach represents a simple and resource-efficient

method for the energetic valorization of vegetable oil refining waste. Further research
should focus on combustion testing, emission analysis and pilot-scale validation to
evaluate the practical applicability of the produced fuel in industrial boiler
installations.
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Виробництво котельного палива з відходів переробки олії
Юрій Пархомов, аспірант, Денис Мірошниченко, завідувач кафедри технологій переробки
нафти, газу та твердого палива, доктор технічних наук, професор, Юрій Липко, м.н.с.

кафедри хімічної технології переробки нафти і газу, (Львівський політехнічний національний
університет), Владислав Рейві аспірант, Юрій Роговий аспірант, Марія Швед , к.н., доцент

кафедри інформаційної безпеки (Львівський політехнічний національний університет),
Богдан Корчак к.н., доцент кафедри громадянської безпеки (Львівський політехнічний
національний університет), Сергій Пишев доктор наук, професор кафедри хімічної

технології переробки нафти та газу (Львівський політехнічний національний університет)
Використання органічних промислових відходів є важливим напрямком розвитку

економіки замкнутого циклу. У цьому дослідженні розглядається переробка соняшникового
мильного осаду, основного побічного продукту олійно-жирової промисловості (70-90 мас.%
від загального обсягу відходів). Мильна сировина, отримана на ПАТ «Запорізький
масложировий комбінат», була оброблена кислотою і послідовно промита для отримання
рідкого палива з низьким вмістом сірки. Отриманий продукт містить 0,12 мас.% сірки та
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демонструє характеристики палива, близькі до стандартів котельного палива, із відносно
високою теплотворною здатністю завдяки низькому вмісту кисню.

Ключові слова: мильна сировина, відходи жирової промисловості, котельне паливо
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АКІЛБЕНЗОЛЬНА ФРАКЦІЯ С7–С10ЯК ПРОДУКТ КОНВЕРСІЇ

ВІДХОДІВ ПЛАСТИКОВИХ МАТЕРІАЛІВ (ВПМ) – РАЦІОНАЛЬНА
АЛЬТЕРНАТИВА АЛКІЛАТУ
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експлуатаційних матеріалів в енергетиці та транспорті
Богдан Кочірко, завідувач лабораторії нафтохімічних процесів

Встановлено, що найбільш придатною сировиною для отримання компонентів
високооктанових бензинів є ВПМ − 33% виходу бензинової фракції. Екстрагована
алкілбензольна фракція С7–С10 бензинової фракції піролізату виявила високу ефективність
як альтернативний високооктановий додаток (компонент, присадка) для продукування
екологічно чистих високооктанових бензинів без вмісту тетра-етилсвинцю (Pb(CH₃CH₂)₄)
з октановим числом 105 од.. Результати досліджень засвідчили високу ефективність
алкілбензольної фракції у складі модельної лабораторної суміші компонентів, якість якого
відповідає вимогам ASTMD 6227 (для марки авіаційного бензину Grade UL87).

Ключові слова: алкілбензоли, фракція, технологія, пластик, поліетилен, відходи,
піроліз, бензини, октанове число, властивості, компоненти.

Реформульовані (зі зміненим складом, композиційні, екологічно чисті)
бензини, так як і біопалива, наприклад, на сьогодні відіграють важливу роль як
відновлювана енергія для транспортних засобів із двигунами внутрішнього
згорання (ДВЗ) з іскровим запалюванням паливно-повітряної суміші (ППС)
через виснаження ресурсів викопного палива (нафти). А також екологічно чисті
бензини – комплексний інструмент досягнення глобальних цілей декарбонізації
економіки, транспорту, суспільства через використання екологічно чистих
компонентів і додатків.

Вирішення цих завдань дасть змогу знизити витрати цінної вуглеводневої
сировини на тонну готової продукції та зменшити кількість відходів. Тому
удосконалення технологій та технологічних процесів перероблення вторинної
сировини є найважливішим науково-прикладним завданням економіки.

На підставі результатів вивчення сучасних літературних джерел
і тенденцій ми сформулювали гіпотезу даного дослідження: піролітичною
конверсією пластикових і текстильних відходів отримувати синтетичні
високооктанові компоненти (альтернатива алкілату) без вмісту
високотоксичного та канцерогенного тетраетилсвинцю (ТЕС) – Pb(CH₃CH₂)₄
для продукування екологічно чистих високооктанових, зокрема, авіаційних,
бензинів. Як відомо, піроліз – це технологія, що передбачає процес термічної
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